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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Technical details subject to change without notice.
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+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com

FEATURES 
Disc
• �VF9A features Spline Drive Shaft to Disc Connection.
• �Disc is removable from shaft for inspection or repair. 

Most HPBFV’s have the stem pinned to the disc and 
then spot welded.

Patented Seat Ring
• �No bolts to interfere with thin gaskets commonly used in 

high temperature.
• �The floating Seat Ring allows the Seat only to be in  

compression AFTER bolting in line.
• �This means the seat will not take a “set” while sitting in 

storage or on the shelf prior to installation.

One-Piece shaft
• �Design is Blow-Out Proof per ATEX and statically grounded 

to eliminate static electricity build up.

Automation
• Made easy by the ISO5211 top works.
• Easy direct mount to pneumatic or EOM electric actuators.

Dust Proof
• �Bushings designed to prevent the ingress of foreign material 

into the shaft area. Prevents shaft from jamming.

Top Works
• ISO 5211 PCD bolt pattern and drive stern

Flange Options
• �ANSI 125/150, BS Table E, JIS, 10K, DIN PN10

Shaft 
• Shaft strength increased by splined shaft.
• No drilled holes for taper pin.

Blow-Out Protection 
• Shaft and bottom cover offer reliable blow-out protection

Disc Indication 
• Disc indication marked at end of shaft
• Clearly identify disc opening degree at any time

Bi-Directional Shutoff Design
• The floating sealing design is self-adjustable
• Provides flawless bubble tight shutoff
• Up to 2,000,000 cycles

Patent Design
• �Patented seat and retainer design achieves enlarged sealing 

surface and reaches 100% tight shutoff
• �The valve can be fully closed for long periods of time with-

out enlarging the soft seat due to floating retainer design
• �At deadend service, retainer side of valve shall be fitted at 

upstream to reach max shutoff

DESIGN DETAIL AND SPECIFICATIONS
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Technical Data

Size Range
2" – 48"
DN50 – DN1200

Temperature Range
-148°F to 932°F
-100°C to 500°C

Pressure Rating
ANSI 150
ANSI 300

Body Style
Wafer
Lug
Flange

Material Options

Body

Cast Iron
Ductile Iron
Carbon Steel
304SS, 316SS

Disc

304SS, 316SS
Aluminum Bronze
Nylon 11 Coated 316SS
Nylon 11 Coated Ductile Iron

Seat

EPDM
Buna N
Viton
Hypalon
Silicone
Neoprene

Stem/Shaft
410SS
304SS
316SS

APPLICATIONS
Oil Refining
Air Separation
Fossil & Cogeneration Power
Petrochemical
Steel Mill
LNG
Refinery
Pulp & Paper

Operators

Manual
Bare Shaft
Gear Box
Lever

Control
Electric
Hydraulic
Pneumatic

Applicable Standards
Face to Face API 609, ISO 5752
Design & Pressure ASME B16.34, 16.5
Pressure Test ISO 5208, API 598
Mounting ISO 5211

EX Certificate ATEX 94/9/EG Group II 
Category 2 GD

Fire Safe Approval API 607, ISO 10497

Fugitive Emission Approval ANSI/ISA-SP-93, TA-Luft, 
ISO15848-1/-2

Safety Integrity Level 2 
(SIL2) IEC61508-1

Leakage Class
ANSI FCI 70-2-2003 Table 1 
CLASS V, IV, ISO 5208 Rate 
A. ANSI/ISA-SP-93

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9
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SIZE mm OPERATOR

2 50 BODY DISC SHAFT N BARE SHAFT

25 65 WB WCB/Steel 3L CF3/304L 34 A182 F304 G GEAR BOX

3 80 13 CF8/304SS 6L CF3M/316L 36 A182 F316 P PNEUMATIC

4 100 14 CF8M/316SS 8M CG8M/317 63 A564 630 E ELECTRIC

5 125 0 OTHER XM XM-19 H HYDRAULIC

6 150 0 OTHER L LEVER

8 200

10 250 END CONNECTION SPECIAL OFFER	 FLANGE DRILLING

12 300 0 WAFER N NONE A

15
0L

B

ASME 16.5 150LB

14 350 3 LUG E EMISSION B ISO 7005-1 PN10

16 400 6 FLANGE (SHORT) P INTERNAL POLISHED C ISO 7005-1 PN15

18 450 7 FLANGE (LONG)
L CRYOGENIC (VF-930) 

-148°F to 128°F' -100°C to 50°C

D ISO 7005-1 PN20

20 500 E ISO 7005-1 PN25

24 600
H WORK TEMP (VF-930)

662°F to 932°F, 350C to 500°C

F JIS 16K

G JIS 20K

PRESSURE RATING J JACKET H JIS 10K

1

15
0L

B SOFT SEAT O OTHER K B.S. 10 TABLE E

2 SOFT SEAT + METAL SEAT L

30
0L

B

ASME 16.5 300LB

3 METAL SEAT M ISO 7005-1 PN40

4

30
0L

B SOFT SEAT N ISO 7005-1 PN50

5 SOFT SEAT + METAL SEAT O JIS 30K

6 METAL SEAT P JIS 40K

OTHER MATERIALS SEAT

BODY DISC SHAFT P PTFE (VF-01_ONLY)

LB LCB 3L CF3 IN INCONEL PG PTFE+15% GRAPHITE (VF-91_94_)

42 WC6 6L CF3M MO MONEL PGF PTFE+15% GLASS FIBER (VF-91_94_)

3L CF3 8M CG8M HA HASTELLOY PI PTFE+INCONEL (VF-92_)

6L CF3M 7L CG3M 20 ALLOY20 PGI PTFE+15% GRAPHITE+INCONEL  (VF-92_95_)

8M CG8M IN INCONEL TI Ti PFI PTFE+15% FIBER+INCONEL  (VF-92_95_)

7L CG3M MO MONEL TT 316Ti I INCONEL (VF-93_96_)

IN INCONEL HA HASTELLOY D3 S32750 T TFM (VF-91_94_)

MO MONEL 20 ALLOY20 TI TFM+INCONEL (VF-92_95_)

HA HASTELLOY TI Ti U UPE (VF-91_94_)

20 ALLOY20 TT 316Ti

TI Ti 5A CE3MN

TT 316Ti

5A CE3MN

ORDERING MATRIX

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com

Example: 8VF910A-E-WB13XM-P-F-N shall be a:
High Performance Butterfly Valve (9), ANSI 150LB Teflon Seat (1) Wafer Type (0),  
Emission (E) DN200 (8), WCB Body (WB), CF8 Disc (13), Shaft in XM-19 (XM),  
Seat in PTFE (P), Flange Drilling in JIS 10K (F), Bare Shaft (N)
*For any other special offers, please contact Basecamp Process Components.
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Size
Face 

to 
Face

Dimension
Mounting Flange  

(ISO 5211) Shaft End Suitable Pipe 
Flange Weight

Valve Yoke

mm inch L H1 H2 H3 ØD ØD1 C C1 Type ØM Type M1 ØB □B B1 ★ kg

50 2 43 99 118 60 92 38 19 2 F07 90 F07 F05 70 14 11 18 ABCDEFGK 4

65 2 ½ 46 111 125 60 108 63 56 15 F07 90 F07 F05 70 14 11 18 ABCDEFGHK 5

80 3 47 128 140 70 126 78 74 22 F10 125 F10 F07 102 18 14 23 ABCDEFGHK 8

100 4    53 150 157 70 153 95 86 25 F10 125 F10 F07 102 18 14 23 ABCDEFGHK 10

125 5 57 163 170 70 184 118 112 36 F10 125 F10 F07 102 22 17 23 ABCDEFGHK 13

150 6    56 176 185 70 212 143 138 49 F10 125 F10 F07 102 22 17 23 ABCDEFGHK 14

200 8 62 206 220 80 268 188 182 68 F12 150 F12 F10 125 25 19 28 ABCDEFGHK 25

250 10    68 238 260 80 326 236 230 89 F12 150 F12 F10 125 28 22 28 ABCDEFGHK 33

300 12 78 269 290 100 375 282 275 106 F14 175 F14 F12 160 35 27 37 ABCDEFGHK 48

350 14    78/92 306 326 100 416 322 314 125 F14 175 F14 F12 160 36 27 37 ABCDEFGHK 64

400 16 102 342 370 120 476 371 361 140 F16 210 F16 F14 195 48 36 47 ABCDEFGHK 102

450 18    114 370 395 120 534 418 406 157 F16 210 F16 F14 195 48 36 47 ABCDEFGHK 129

500 20 127 397 460 120 588 466 453 177 F16 210 F16 F14 195 60 46 56 ABCDEFGHK 123

600 24 154 455 490 150 692 570 550 210 F25 300 F16 - 300 60 46 56 ABCDEFGK 273

600 24    154 455 490 150 692 570 550 210 F25 300 F25 - 300 60 46 56 ABCDEFGK 276

★ A:ASME 150LB    B:ISO PN10    C:ISO PN16    D:ISO PN20    E:ISO PN25    
F:JIS 10K    G:JIS 16K    H:20K    K:B.S. 10 TABLE E Inside Pipe Diameter > C

VF910–930 Dimensions 
ANSI 150 
Wafer Type Dimensions — VF910A / VF920A / VF930A

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Size
Face 

to 
Face

Dimension
Mounting Flange  

(ISO 5211) Shaft End Suitable Pipe 
Flange Weight

Valve Yoke

mm inch L H1 H2 H3 ØD ØD1 C C1 Type ØM Type M1 ØB □B B1 ★ kg

50 2 43 99 118 60 92 38 19 2 F07 90 F07 F05 70 14 11 18 ABCDEFK 5

65 2 ½ 46 111 125 60 108 63 56 15 F07 90 F07 F05 70 14 11 18 ABCDEFGHK 9

80 3 47 128 140 70 126 78 74 22 F10 125 F10 F07 102 18 14 23 ABCDEFGHK 10

100 4    53 150 157 70 153 95 86 25 F10 125 F10 F07 102 18 14 23 ABCDEFGHK 16

125 5 57 163 170 70 184 118 112 36 F10 125 F10 F07 102 22 17 23 ABCDEFGHK 19

150 6    56 176 185 70 212 143 138 49 F10 125 F10 F07 102 22 17 23 ABCDEFGHK 20

200 8 62 206 220 80 268 188 182 68 F12 150 F12 F10 125 25 19 28 ABCDEFGHK 33

250 10    68 238 260 80 326 236 230 89 F12 150 F12 F10 125 28 22 28 ABCDEFGHK 47

300 12 78 269 290 100 375 282 275 106 F14 175 F14 F12 160 35 27 37 ABCDEFGHK 77

350 14    78/92 306 326 100 416 322 314 125 F14 175 F14 F12 160 36 27 37 ABCDEFGHK 90

400 16 102 342 370 120 476 371 361 140 F16 210 F16 F14 195 48 36 47 ABCDEFGHK 138

450 18    114 370 395 120 534 418 406 157 F16 210 F16 F14 195 48 36 47 ABCDEFGHK 164

500 20 127 397 460 120 588 466 453 177 F16 210 F16 F14 195 60 46 56 ABCDEFGHK 189

600 24 154 455 490 150 692 570 550 210 F25 300 F16 - 300 60 46 56 ABCDE 367

600 24    154 455 490 150 692 570 550 210 F25 300 F25 - 300 60 46 56 ABCDE 370

★ A:ASME 150LB    B:ISO PN10    C:ISO PN16    D:ISO PN20    E:ISO PN25    
F:JIS 10K    G:JIS 16K    H:20K    K:B.S. 10 TABLE E Inside Pipe Diameter > C

VF913–933 Dimensions 
ANSI 150 
Lug Type Dimensions — VF913A / VF923A / VF933A

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Size
Face 

to 
Face

Dimension
Mounting Flange  

(ISO 5211) Shaft End
Suitable 

Pipe 
Flange

Weight
Valve Yoke

mm inch L H1 H2 H3 ØD ØD1 C C1 Type ØM Type M1 ØB □B B1 Key 
(HxW) ★ kg

50 2 43 99 118 60 92 38 19 2 F07 90 F07 F05 70 14 11 18 - LMN 4

65 2 ½ 46 111 125 60 108 63 56 15 F07 90 F07 F05 70 14 11 18 - LMN 5

80 3 47 128 140 70 126 78 74 22 F10 125 F10 F07 102 18 14 23 - LMNO 8

100 4    53 150 157 70 153 95 86 25 F10 125 F10 F07 102 18 14 23 - LMNO 9

125 5 57 163 170 70 184 118 112 36 F10 125 F10 F07 102 22 17 23 - LMN 12

150 6    59 185 205 70 222 145 132 42 F10 125 F10 F07 102 25 - 45 8x8 LMNO 24

200 8 73 230 260 80 268 186 177 61 F12 150 F12 F10 125 32 - 55 8x8 LMNO 37

250 10    83 266 295 100 326 233 225 79 F14 175 F14 F12 160 38 - 60 10x8 LMN 54

300 12 92 300 325 100 381 280 270 98 F14 175 F14 F12 160 45 - 65 12x8 LMNOP 76

350 14    117 330 365 120 416 318 303 105 F16 210 F16 F14 195 50 - 80 16x10 LMN 109

400 16 133 368 400 120 482 370 350 122 F16 210 F16 F14 195 60 - 80 18x12 LMNOP 134

450 18    149 385 440 120 550 413 403 137 F16 210 F16 F14 195 65 - 80 18x12 LMN 213

500 20 159 427 470 150 592 466 443 157 F25 300 F25 - 300 75 - 110 20x12 LMN 276

600 24 181 516 563 150 725 566 541 196 F30 350 F30 - 350 80 - 120 24x16 LMN 451

★ L:ASME 300LB    M:ISO PN40    N:ISO PN50    O:JIS 30K    P:JIS 40K Inside Pipe  
Diameter > C

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com

VF940–960 Dimensions 
ANSI 300 
Lug Type Dimensions — VF940A / VF950A / VF960A
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Size
Face 

to 
Face

Dimension
Mounting Flange  

(ISO 5211) Shaft End
Suitable 

Pipe 
Flange

Weight
Valve Yoke

mm inch L H1 H2 H3 ØD ØD1 C C1 Type ØM Type M1 ØB □B B1 Key 
(HxW) ★ kg

50 2 43 99 118 60 92 38 19 2 F07 90 F07 F05 70 14 11 18 - LMN 6

65 2 ½ 46 111 125 60 188 63 56 15 F07 90 F07 F05 70 14 11 18 - LMN 7

80 3 47 128 140 70 210 78 74 22 F10 125 F10 F07 102 18 14 23 - LMN 11

100 4    53 150 157 70 240 95 86 25 F10 125 F10 F07 102 18 14 23 - LMN 14

125 5 57 163 170 70 275 118 112 36 F10 125 F10 F07 102 22 17 23 - LMN 18

150 6    59 185 205 70 320 145 132 42 F10 125 F10 F07 102 25 - 45 8x8 LMN 35

200 8 73 230 260 80 381 185 177 61 F12 150 F12 F10 125 32 - 55 8x8 LMNO 57

250 10    83 266 295 100 445 233 225 79 F14 175 F14 F12 160 38 - 60 10x8 LMN 90

300 12 92 300 325 100 521 280 270 98 F14 175 F14 F12 160 45 - 65 12x8 LMNOP 139

350 14    117 330 365 120 585 318 303 105 F16 210 F16 F14 195 50 - 80 16x10 LMN 205

400 16 133 368 400 120 650 370 350 122 F16 210 F16 F14 195 60 - 80 18x12 LMN 209

450 18    149 385 440 120 712 413 403 137 F16 210 F16 F14 195 65 - 80 18x12 LMN 291

500 20 159 427 470 150 775 466 443 157 F25 300 F25 - 300 75 - 110 20x12 LMN 496

600 24 181 516 563 150 915 566 541 196 F30 350 F30 - 350 80 - 120 24x16 LMN 643

★ L:ASME 300LB    M:ISO PN40    N:ISO PN50    O:JIS 30K    P:JIS 40K Inside Pipe  
Diameter > C

VF943–963 Dimensions 
ANSI 300 
Lug Type Dimensions — VF943A / VF953A / VF963A 

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Size Face to Face Dimension
Mounting Flange  

(ISO 5211) Shaft End Suitable 
Pipe Flange Weight

Valve Yoke

mm inch VF916 VF917 H1 H2 H3 ØD ØD1 C C1 L1 Type ØM Type M1 ØB □B B1 ★ VF916 VF917

80 3 114 180 128 140 70 190 78 17.5 70 26 F10 125 F10 F07 102 18 14 23 ABCE 12 15

100 4    127    190 150 157 70 230 104 25 89 27 F10 125 F10 F07 102 18 14 23 ABCDFGHK 20 23

125 5 140 200 163 170 70 255 125 33 112 31 F10 125 F10 F07 102 22 17 23 ABCDFK 24 28

150 6    140    210 176 185 70 280 150 45 138 31 F10 125 F10 F07 102 22 17 23 ABCDEF 32 34

200 8 152 230 206 220 80 345 200 65 183 33 F12 150 F12 F10 125 25 19 28 ABCDFGHK 48 56

250 10    165    250 238 260 80 405 255 85 232 36 F12 150 F12 F10 125 28 22 28 ABCDFK 66 72

300 12 178 270 269 290 100 485 300 104 278 41 F14 175 F14 F12 160 35 27 37 ABCDEFGHK 101 118

350 14    190    290 306 326 100 535 340 123 316 40 F14 175 F14 F12 160 36 27 37 ABCDFK 123 148

400 16 216 310 342 370 120 595 390 136 363 53 F16 210 F16 F14 195 48 36 47 ABCDFK 179 214

450 18    222    330 370 395 120 635 440 154 409 59 F16 210 F16 F14 195 48 36 47 ABCDF 205 238

500 20 229 350 397 460 120 700 480 169 454 68 F16 210 F16 F14 195 60 46 56 ABCDF 218 293

600 24 267 390 455 490 150 815 590 211 556 77 F25 300 F25 - 300 60 46 56 ABCDF 440 455

★ A:ASME 150LB    B:ISO PN10    C:ISO PN16    D:ISO PN20    E:ISO PN25    
F:JIS 10K    G:JIS 16K    H:20K    K:B.S. 10 TABLE E Inside Pipe Diameter > C

VF91X Flange Dimensions 
ANSI 150  
Flange Type Dimensions — VF916A / VF917A

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

Size Face to Face Dimension
Mounting Flange  

(ISO 5211) Shaft End
Suitable 

Pipe 
Flange

Weight
Valve Yoke

mm inch VF916 VF917 H1 H2 H3 ØD ØD1 C C1 L1 Type ØM Type M1 ØB □B Key 
(HxW) B1 ★ VF916 VF917

80 3 114 180 128 140 70 214 78 22 74 26 F10 125 F10 F07 102 18 14 - 23 LM 17 19

100 4    127    190 150 157 70 254 104 25 86 27 F10 125 F10 F07 102 18 14 - 23 LMO 23 33

125 5 140 200 163 170 70 280 125 36 112 31 F10 125 F10 F07 102 22 17 - 23 LMO 36 41

150 6    140    210 185 205 70 818 150 42 132 30 F10 125 F10 F07 102 25 - 8x8 45 L 52 57

200 8 152 230 230 260 80 385 200 61 177 37 F12 150 F12 F10 125 30 - 8x8 55 LMO 74 91

250 10    165    250 266 295 100 445 255 79 225 42 F14 175 F14 F12 125 35 - 10x8 60 LO 116 135

300 12 178 270 300 325 100 521 300 98 270 46 F14 175 F14 F12 160 38 - 12x8 65 LMO 167 185

350 14    190    290 330 365 120 585 340 105 303 59 F16 210 F16 F14 160 48 - 16x10 80 LMO 227 254

400 16 216 310 368 400 120 648 390 122 350 67 F16 210 F16 F14 195 60 - 18x12 80 L 296 317

450 18    222    330 385 440 120 712 438 137 403 75 F16 210 F16 F14 195 70 - 18x12 90 LMO 375 444

500 20 229 350 427 470 150 775 485 157 443 80 F25 300 F25 - 300 80 - 20x12 110 LMO 463 558

600 24 267 390 516 563 150 915 590 196 541 91 F30 350 F30 - 300 90 - 24x16 120 LMO 667 822

★ L:ASME 300LB    M:ISO PN40    N:ISO PN50    O:JIS 30K    P:JIS 40K Inside Pipe Diameter > C

VF94X Flange Dimensions  
ANSI 300 
Flange Type Dimensions — VF946A / VF947A

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com
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HIGH PERFORMANCE DOUBLE ECCENTRIC BUTTERFLY VALVE SERIES VF9

CV Flow Coefficient VF91 / VF92 / VF93
ANSI CLASS 150LB / ISO PN10-PN25

Size Face to Face

mm inch 10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

50 2 4 13 26 39 72 126 153 204 233 160

65 2 ½ 7 23 45 66 122 214 258 345 393 259

80 3 10 34 68 101 185 324 391 523 596 398

100 4    11 41 72 110 214 375 416 541 575 613

125 5 17 53 106 157 290 506 611 816 931 980

150 6    24 77 152 226 417 728 880 1176 1340 1375

200 8 42 137 271 402 546 765 984 1303 1450 1750

250 10    125 305 492 583 923 1260 1650 2060 2440 2667

300 12 170 415 669 965 1300 1755 3059 3454 3849 4366

350 14    222 506 796 1165 1614 2241 3122 4230 5360 5964

400 16 315 537 902 1324 1904 2485 3703 5395 6887 7762

450 18    392 946 1456 2040 2816 3918 5416 7061 8535 9354

500 20 513 1197 1834 2558 3505 4943 7188 9097 11011 11824

600 24    845 1861 2752 3911 5501 7664 10840 14424 18347 19862

CV Flow Coefficient VF94 / VF95 / VF96
ANSI CLASS 300LB / ISO PN40-PN50

Size Face to Face

mm inch 10% 20% 30% 40% 50% 60% 70% 80% 90% 100%

50 2 4 13 26 39 72 126 153 204 233 160

65 2 ½ 7 23 45 66 122 214 258 345 393 259

80 3 10 34 68 101 185 324 391 523 596 398

100 4    11 41 72 110 214 375 416 541 575 613

125 5 17 53 106 157 290 506 611 816 931 980

150 6    21 67 149 217 350 680 800 950 1250 1270

200 8 34 119 235 369 533 719 970 1227 1331 1631

250 10    72 213 391 579 804 1058 1436 1870 2313 2492

300 12 104 297 516 790 1171 1660 2299 2996 3816 3985

350 14    122 384 678 1042 1527 2106 2893 3824 4580 4792

400 16 245 476 842 1263 1843 2424 3335 5027 6115 6408

450 18    310 603 1225 1784 2585 3482 4714 6227 7784 8191

500 20 382 744 1512 2202 3191 4299 6207 8082 10227 10928

600 24    550 1072 2178 3172 4596 6190 8938 11638 14726 15736

FEATURES 
“Valve Flow Coefficient (Cv) is the flow capability of a control 
valve at fully open conditions relative to the pressure drop 
across the valve.”1

Q = Cv√∆P / G

Where:
	 Q	 =  Capacity in gallons per minute
	 Cv	 =  �Valve sizing coefficient determined experiments 

for each style and size of valve, using water  
at standard conditions as the test fluid

	� ∆P	 =  Pressure  differential in psi
	 G	 =  Specific gravity of fluid (water at 60ºF = 1.0000)

Technical details subject to change without notice.

Basecamp Process Components, LLC
7685-A Corporate Blvd., Plain City, Ohio 43064, USA
+1 614–873–8995  •  info@bpcvalves.com  •  bpcvalves.com




